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MODEL L1 — JEDNODUCHA PRIRUBA DIN 3202 K3 / EN 558 — 1R16 DN 50 — DN 900 / PN 10 — 40 VOLNY KONEC HRIDELE
MODEL L1 — LUG TYPE DIN 3202 K3/ EN 558 — 1R16 DN 50 — DN 900/ PN 10 — 40 BARE SHAFT

MODEL L1 — JEDNODUCHA PRIRUBA DIN 3202 K3 / EN 558 — TR16 DN 80 — DN 900 / PN 63 VOLNY KONEC HRIDELE
MODEL L1 — LUG TYPE DIN 3202 K3/ EN 558 — 1R16 DN 80— DN 900/ PN 63 BARE SHAFT

MODEL D1 — DVOJPRIRUBA DIN 3202 F16 / EN 558 TR13 DN 80 — DN 900 / PN 10 — 40 VOLNY KONEC HRIDELE
MODEL D1 — DOUBLE FLANGE DIN 3202 F16 / EN 558 TR13 DN 80— DN 900 / PN 10— 40 BARE SHAFT

MODEL D1 — DVOJPRIRUBA DIN 3202 F4 / EN 558 — 1R14 DN 80 — DN 900 / PN 63 VOLNY KONEC HRIDELE
MODEL D1 — DOUBLE FLANGE DIN 3202 F4 /EN 558 — TR14 DN 80— DN 900 / PN 63 BARE SHAFT

MODEL F1 — DVOJPRIRUBA DIN 3202 F4 / EN 558 — 1R14 DN 80 — DN 900 / PN 10 — 40 VOLNY KONEC HRIDELE
MODEL F1 — DOUBLE FLANGE DIN 3202 F4 / EN 558 — TR14 DN 80— DN 900/ PN 10 — 40 BARE SHAFT

MODEL ST — PRIVAROVACI DIN 3202 F4 (DIN EN 12982 R14) / EN 558 — TR14 DN 80 — DN 900 / PN 10 — 40 VOLNY KONEC HRiDELE
MODEL ST — BUTTWELD DIN 3202 F4 (DIN EN 12982 R14) / EN 558 — IR14 DN 80 — DN 900/ PN 10 — 40 BARE SHAFT

MODEL ST — PRIVAROVACi DIN 3202 F4 (DIN EN 12982) / EN 558 - TR14 DN 80 — DN 900 / PN 63 VOLNY KONEC HRIDELE
MODEL ST — BUTTWELD DIN 3202 F4 (DIN EN 12982) / EN 558 — 1R14 DN 80 — DN 900 / PN 63 BARE SHAFT

MODEL W1 — MEZIPRIRUBOVY DIN 3202 K3 / EN 558 — 1R16 DN 50 — DN 900 / PN 10 — 40 VOLNY KONEC HRIDELE
MODEL W1 — WAFER TYPE DIN 3202 K3/ EN 558 — 1R16 DN 50 — DN 900/ PN 10— 40 BARE SHAFT

MODEL A1 — JEDNODUCHA PRIRUBA API 609 T.2 2 — 36" ANSI 150 — ANSI 300 Ibs VOLNY KONEC HRIDELE
MODEL AT — LUG TYPE API 609 T2 2" — 36" ANSI 150 — ANSI 300 Ibs BARE SHAFT

MODEL A1 — JEDNODUCHA PRIRUBA API 609 T.23" — 36" ANSI 600 Ibs VOLNY KONEC HRIDELE
MODEL AT — LUG TYPE API 609 T2 3" — 36" ANSI 600 Ibs BARE SHAFT
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