Membranovy ventil T4 ruéné ovladany
Diaphragm valve T4 hand operated

*. < Standard:

ovladaci kolecko s pojistkou
with safety hand-wheel

Montazni desti¢ky pro membranovy ventil T4
Mounting plates

material dimenze
Material | Dimension

material tésnéni | dimenze tlak moznosti pfipojeni
Material Seals ' Dimension bar Connections
PVC EPDM, FPM, DN15/d20 1/2"-DN125/d1405" | 10 objimka na lepeni / Solvent cement socket (ASTM, DIN, JIS)
Code80 | PTFE-coated - natrubek na lepeni / Solvent cement spigot
: - objimka s vnitinim zavitem / Threaded socket (BSP, NPT)
| pfirubové pripojeni / Flange connection (ANSI, DIN, JIS)
FP EPDM, FPM, DN15/d20 1/2"-DN125/d1405" 10 | objimka na svéfeni / Fusion socket (DIN)
Code84 | PTFE-coated natrubek na svafeni / Fusion spigot (DIN)
objimka s vnitfnim zavitem / Threaded socket (BSP, NPT)
pfiruboveé pfipojeni / Flange connection (ANSI, DIN, JIS)
PVDF FPM, DN15/d20 1/2"-DN125/d1405" | 10 | objimka na svafeni / Fusion socket (DIN)
Code82 | PTFE-coated | | natrubek na svafeni / Fusion spigot (DIN)
| ! objimka s vnitinim zdvitem / Threaded socket (BSP, NPT)
pfirubové pfipojeni / Flange connection (ANSI, DIN, JIS)
Prutokomér M23, M123 v&etné pFisluenstvi
Flow meter M 23, M 123 incl. accessories
material | dimenze prutokové mnozstvi plovak ' moznosti pfipojeni
Material ' Dimension Measuring range Float ' Connections
PA, PSU DMN25/d32 1" - DN6e5 /d75 2 1/2" 15 - 60.000 I'h PVDF ' objimka na lepeni PVC
M23Code86 | PVDF s magnetem PVC Solvent cement socket
(ASTM, DIN, JIS)
| ‘objimka na svafeni PP, PVDF
PVC, PSU i DN10/d16 3/8" - DN25 d32 1" 1,5 -1.000 I'h PVDF PP, PVDF Fusion socket
M 123 Code 86 | PVDF s magnetem |
pfislusenstvi: transparentni, s informativnim ukazatelem.
Accessories: Special scales, Limit switches, etc
Drzak armatur S4
Valve Brackets S4
material dimenze
Material Dimension
PVC DN10/d16 3/8"- DN80/d1104"  "1) pro 2 cestné * pro 3 cestné, zpétné, patni, zavzdusfiovaci
Code 40 a odvzdushnovaci ventily
S S R | " for 2- and * 3-way ball valves, cone check-, foot-, aerating
PP ‘ DN10/d16 3/8"- DN80/d110 4" valve, line strainer
Code 40 |

Code 35

Drzak rour regulovatelny
Pipe hanger incl. spacer

PP ‘ DN15/d20 1/2"- DN50 /d63 2" K vyrovnani osové vzdalenosti pfevieéné matky membranového ventilu
© for clearance of union nut to mounting surface

material | dimenze typ | proroury
Material | Dimension Type  suitable for pipes
PP d1638'-d953" TypeB

!

Code 23

PVC, ¢-PVC, PP, PVDF, ABS, PE (ASTM, DIN, JIS, SCH80)



