6-ti cestny ventil s elektropohonem
6-way valve with electric servomotor

MP - Aquastar 6-TI POZICNI
MP - Aquastar 6 POSITIONS

material | tésnéni dimenze / Dimension tlak  moZnosti pfipojeni
Material  Seals (SM=Side Mount, TM=Top Mount) | bar | Connections
ASA-GF |NBR 11/2" SM-TM, 2" SM-TM, 3" SM 5 | zavitovy / Thread
Code 16

parametry / Configuration (24 VAC 50-60 Hz): standartné / Standard
(230 VAC 50-60 Hz): na poptavku / Available on request

- konstruovano pro individuelni zafizeni / suitable for several PLC control units
- bez rozvodné skiiné / without control unit

Aquastar (E-2000 F2, E-3000 F2, E-6000 F2)
Aquastar (E-2000 F2, E-3000 F2, E-6000 F2)

material tésnéni dimenze / Dimension tlak ' moZnosti pfipojeni
Material Seals (SM =Side Mount, TM=Top Mount) bar  Connections
ASA-GF NBR 11/2" SM-TM, 2" SM-TM, 3" SM 5,0 | zavitovy / Thread
Code 16

parametry / Configuration (24 VAC 50-60 Hz): na poptavku / Available on request
(230 VAC 50-60 Hz): standartné / Standard

E-2000/F2: E-3000/F2: E-6000/F2:
- tlakové Fizeny / Pressure controlled - Easové fizeny / Time controfled - tlakové i Sasové fizeny / pressure & time controlled
- integrovana filtraéni a fidici jednotka / integ. Filter pump
control unit
- pfipojent pro dvé Serpadla / conncetion for sec. backwash pump
- vodotésny a odolny v(&i chemikaliim / water and chemical resistant pad switch
- rychla a bezpecéna instalace / fast and trouble free installation
- CE prohlaseni / CE approved (European electrical code)
- pouzitelné pro vechny znamé filtraéni nadoby / suitable for all well known filter brands
- seriové zapojeni ventilu / serial connection of valves

Aquastar 5000

Aquastar 5000
material tésnéni dimenze / Dimension tlak | moZnosti pfipojeni
Material Seals (SM=Side Mount, TM=Top Mount) | bar | Connections
ASA-GF NBR 11/2" SM-TM, 2" SM-TM, 3" SM 50 . zavitovy / Thread
Code 16

parametry / Configuration (230 V nebo / or 400 V):

Agquastar 5000 Aquastar 5000 TOP provedenl:
+ohfev a ukazatel teploty / heating and temperature indication
- ochrana proti chodu na sucho / dry running protection
- davkovaci zafizeni / dosing installation
- premosténé filtraéni hodiny / filter clock override pump relay

Jedineéné viastnosti :

novy design, osvédéeny mechanizmus + piehledné zobrazeni pozice ventilu - rychlé prestaveni z automatu na ruéni ovladani « tichy chod » snadné
montaZ a demontéai pohonu bez specialniho nafadi « integrovana ovladaci paka + pfechod z ruéniho ovladani na automat bez nutnosti demontovat
ventil + jednoduché vyména talife ventilu (specialniho tésnéni)  stupefi kryti IP65 » virobek byl testovan dle norem

Unique features:

New design, proven mechanism - Clearly organized display of valve position - Quick conversion from automatic to manual in case of emergency

[pﬂ/ﬂllﬂ” + Supremely gentle operation - Easy mounting and dismantling of Aqua Star without any additional tool + Emergency handgrip integrated in the
Y actuator, can also be used as a tool for mounting and/or dismantling of the actuator - Conversion from manual to automatic without

dismantling of valve - Easy exchange of valve disk (integral sealing) - Degree of protection IP65/GVE mark of conformity 13




